
DC-Digital 6-Digit Multi-Purpose Display Control Protocol

The DC-Digital Network Module provides remote control from the above form. Additionally, one can write
software to provide remote control with the following protocol. The control sends a command string in a UDP or
TCP payload of 9 or 11 bytes to the display IP address and port designated in Network Setup. The display
evaluates the command string as a single field with no additional characters, responding only to valid command
strings, outlined in the table below with byte values in ASCII. The command string will set the Function of the
display and Mode of Operation as well as provide a Set Value and select by Broadcast Group and Channel
which display or group of displays should respond to the command string.

1st

byte
2nd

byte Function
3rd

byte
Mode of

Operation

4th

and
5th

byte
6th and
7th byte

8th and
9th byte 10th byte 11th byte

T

C Time-of-
day Clock

0 12-hour, PM Hours
01-12 Minutes

00-59
Seconds

00-59

This byte is
only required
for displays

that are
addressed.

Broadcast
Group

A-Z

* is wildcard
for All Groups

This byte is
only required
for displays

that are
addressed.

Broadcast
Channel

A-Z

* is wildcard
for All

Channels

1 12-hour, AM

2 24-hour format 00-23

U Count Up
Timer

0 Set and Hold
Value Hours

00-99
Minutes
00-59

Seconds
00-59

1 Set and Start
Timer

2 Pause Timer
Any 6 bytes may be sent.

3 Resume Timer

D
Count
Down
Timer

0 Set and Hold
Value Hours

00-99
Minutes
00-59

Seconds
00-59

1 Set and Start
Timer

2 Pause Timer
Any 6 bytes may be sent.

3 Resume Timer

4

Set and Start
Timer with 3-

second buzzer
and/or flashing

light at EOP Hours
00-99

Minutes
00-59

Seconds
00-59

5
Set and Start

Timer and
Flash Display

at EOP

S Static
Number
Display

0 Number

Digits Left to Right
0-9

: = blank digit
1 Numbers with

Colon

2 Numbers with
Decimal

+ Increment
Static Number

Any 6 bytes may be sent.

10/19/26, 11:49 AM DC-Digital Network Module - Home

file://192.168.1.34/Engineering/nburn/S2E (DC-XXMND) Manuals/6-Digit-S2E-No-Relay.html 1/2



- Decrement
Static Number

B Change
Brightness

Any
byte Set Brightness 00-10 Any 4 bytes may

be sent.

Examples:

1. TC0123456AB will set the display in Broadcast Group A and Channel B to function as a Time-of-Day Clock,
which will increment in real time, displaying the current time, in 12-hour mode (leading zero is blank) and starting
with the time 12:34:56. While this is considered p.m., the display makes no distinction between a.m. and p.m.

2. TC2080000** will set all displays to function as a Time-of-Day Clock, in 24-hour mode (leading zero is shown)
and starting with the time 08:00:00.

3. TU1000000BA will set the display in Broadcast Group B and Channel A to function as a Count Up Timer,
displaying hours, minutes and seconds as time elapses in real time, up to 99 hours, 59 minutes and 59 seconds
(it will roll over and continue counting if left alone) and starting with the time 00:00:00. An LED dot in the upper
left will light while the display is functioning as a Count Up Timer.

4. TU2xxxxxx** will pause all displays that are currently functioning as Count Up Timers. Displays functioning as
Time-of-Day Clocks, Count Down Timers and Static Number Displays will not respond. Count Up Timers that are
paused will retain and the current elapsed time down to the hundredths of a second and will continue to display
the paused time in hours, minutes and seconds. A resume command (TU3...) may be issued to start from this
value.

5. TD0123456A* will set all displays in Broadcast Group A to function as a Count Down Timer, displaying a Set
Value of 12 hours, 34 minutes and 56 seconds. The timer will remain at 12:34:56. A resume command (TD3...)
may be issued to start from this value. An LED dot in the lower right will light while the display is functioning as a
Count Down Timer.

6. TD1800000*A will set all displays on Channel A in all Broadcast Groups to function as Count Down Timers,
displaying hours, minutes and seconds as time remains in real time and starting with the time 80:00:00. The
timer will remain at 00:00:00 when 0 hours, 0 minutes and 0 seconds remain.

7. TS0123456AA will set the display in Broadcast Group A and Channel A to function as a Static Number Display,
showing 123456 on the display. The display will remain at this value.

8. TS2::2550AA will set the display in Broadcast Group A and Channel A to function as a Static Number Display.
Showing 25.50 on the display. The left-most 2 digits will be blank. The display will remain at this value.

9. TB0050000** will change the brightness of all displays to 50%.
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